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MACHINE SCREWS
High quality bronze or stainless steel machine
screws for use in fastening system components
—  all screws have N.C. threads   —  note stainless
steel screws may be used with copper or aluminum 
materials.

      Copper     Size        Stainless Steel
    (Bronze)                     
Cat. No. 80-12   — 1/4” diam. x 1/2” long  —  Cat. No. A80-12 - 0.18 oz.
Cat. No. 80-34   — 1/4” diam. x 3/4” long  —  Cat. No. A80-34 - 0.22 oz.
Cat. No. 80-10   — 1/4” diam. x 1” long  —  Cat. No. A80-10 - 0.26 oz.
Cat. No. 80-15   — 1/4” diam. x 1-1/2” long —  Cat. No. A80-15 - 0.34 oz.
Cat. No. 80-20   — 1/4” diam. x 2” long  —  Cat. No. A80-20 - 0.45 oz.

Cat. No. 80H-34  — 5/16” diam. x 3/4” long  —  Cat. No. A80H-34 - 0.34 oz.
Cat. No. 80H-10   — 5/16” diam. x 1” long  —  Cat. No. A80H-10 - 0.45 oz.
Cat. No. 80H-15   — 5/16” diam. x 1-1/2” long —  Cat. No. A80H-15 - 0.54 oz.

Cat. No. 80C-58   — 3/8” diam. x 5/8” long  —  Cat. No. A80C-58 - 0.50 oz.
Cat. No. 80C-34   — 3/8” diam. x 3/4” long  —  Cat. No. A80C-34 - 0.54 oz.
Cat. No. 80C-10   — 3/8” diam. x 1” long  —  Cat. No. A80C-10 - 0.64 oz.
Cat. No. 80C-15   — 3/8” diam. x 1-1/2” long —  Cat. No. A80C-15 -  0.85 oz.

MACHINE BOLT
Flat head machine bolt of stainless steel —  may be used with copper
or aluminum materials.

Cat. No. A80F-10  — Stainless Steel  —  1/4” diam. x 1” long - 0.21 oz.

WOOD SCREWS
Slotted wood screws  — note that stainless steel screws
may be used with copper or aluminum materials.

Cat. No. 84C  — Brass  —  #10 size x 1-1/2” long (Round Head) - 0.18 oz.
Cat. No. A84C  — Stainless  —  #10 size x 1-1/2” long (Round Head) - 0.16 oz. 
Cat. No. A84F  — Stainless —  #14 size x 1-1/4” long (Flat Head) - 0.21 oz. 

METAL SCREWS
Slotted sheet metal screw of bright finished stainless steel  —   may be
used with copper or aluminum materials. 

Cat. No. 84B-1  — #10 size x 1” long (Pan Head) - 0.12 oz.
Cat. No. 84B-3  — #10 size x 3/4” long (Pan Head) - 0.08 oz.
Cat. No. 84BF  — #14 size x 1-1/4” long (Flat Head) - 0.22 oz.  

FASTENERS




